
 

Vent-A-Kiln 
 
  Reasons to own a Vent-A-Kiln System: 
 
   * Removes excess heat that emits from the kiln. In an atmosphere where no Vent-A-Kiln system exist, temperatures found  
      in a confined room can range from 110 deg. F. to over 160 deg. F. making an unfavorable environment for you and your  
      kiln. Kilns need to operate in an environment that is between 32 deg. F. and 100 deg. F. to ensure optimal operation of  
      kiln, kiln controls, a comfortable working area and ensure a safe temperature range around combustible ceilings and  
      floors. The National Fire Protection Agency (NFPA) states that temperatures at combustible ceilings and floors be kept  
      below 160 deg. F. (71 deg. C.) near industrial furnaces which can be construed as applicable to kilns. Vent-A-Kiln              
      systems have helped our customers achieve an optimal kiln environment for over 20 years. 
 
   * Captures fumes emitting from inside the kiln. Extreme temperatures chemically alter clays and 
      glazes producing unhealthy fumes and orders. Failure to adequately vent the kiln may allow 
      corrosive fumes that generate during the firing process to corrode the outer metal skin, kiln wiring,  
      firebricks and lead to long term health problems. 
 
   * First in the industry to recognize the need for kiln ventilation and to design and market a system  
      specifically for removal of  heat and fumes. Hence, Vent-A-Kiln is the industry benchmark – the system 
      by which all of the competition measures themselves against. Since 1984 we have sold thousands of  
      easy-to-install kiln-venting solutions all over the world. 
      They are simple to maintain and are proven to stand the 
      test of time. 
 
   * Does not require  
      any modification  
      to kiln. 
 
   * Models for all kiln sizes. 
 
   * Ability to move from kiln to kiln. 
 
   * No upsetting of kiln firing balance, 
      internal cold spots, delayed heat up 
      time and fluctuation in internal 
      temperatures as seen with a down 
      draft ventilation system. 
 
   * Best-in-the-industry warranty, we 
      will repair or replace any defects in 
      workmanship or materials for a  
      period of three years from the date  
      of purchase. We feel very strong  
      about our product and want you to  
      share in that feeling. 
 
   * Meets applicable OSHA standards. 
 
   * Cost less than one cent per hour to 
      operate under average conditions. 


